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GENERAL NOTES
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RICHT OF WAY | E = 1. THE LOOP DETECTOR SHALL BE INSTALLED 1 FT.BEHIND STOPLINE.
CONSTRUCTION DETAILS R ¢ * 2. THE LOCATION OF PROPOSED GEOMETRICS MUST BE CONFIRMED PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT.
A. INSTALL 1 IN. LIQUID TIGHT, FLEXIBLE, NON-METALLIC CONDUIT (DETECTOR WIRE SLEEVE) 132 i' ﬁLANS?SSALE)scSJBESAEEETFEHT/:JLTNB?LES'CJ\EEDF?E LTI\IJEAI\_N.C?I;{LAE?E 28 APPROACH.
B. INSTALL & FT.X 30 FT. QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN 14 IN.FLEXIBLE TUBING (3-6-3 WINDING) A @ = | |
C.SPLICE NEW LOOP WIRE TO EXISTING 2-CONDUCTOR CABLE IN EXISTING HANDHOLE. ADJUST EXISTING HANDHOLE TO GRADE. -
= EQUIPMENT LIST "B”
K = B. EQUIPMENT TO BE FURNISHED ANDOR INSTALLED BY CONTRACTOR
ALL EQUIPMENT SHALL HAVE CATALOG CUTS SUBMITTED TO OOTS FOR
PROJECT DESCRIPTION THE EHST NG APPROVAL PRIOR TO INSTALLATION.
THIS PROJECT INVOLVES THE MODIFICATION OF TRAFFIC CONTROL SIGNAL AT THE INTERSECTION OF MD 23 AND US BUS. 1
IN HARFORD COUNTY.MD 23 IS ASSUMED TO RUN IN AN EAST-WEST DIRECTION. ! ITEM NO. QUANTITY DESCRIPTION
1001 1 EA MAINTENANCE OF TRAFFIC
INTERSECTION OPERATION - ) 8004 1 EA ADJUST EXISTING HANDHOLE TO FINAL GRADE WCOLLAR
THE INTERSECTION CURRENTLY OPERATES AS A NEMA EIGHT-PHASE, FULL-TRAFFIC-ACTUATED MODE WITH EXCLUSIVE-PERMISSIVE = 8087 475 LF FURNISH AND INSTALL LOOP WIRE ENCASED IN 14 IN. FLEXIBLE
LEFT TURN PHASES FOR ALL THE APPROACHES. ° - TUBING (NO.14 AWG)
| ] 8088 140 LF FURNISH AND INSTALL SAW CUT FOR LOOP DETECTOR
PROJECT CONSTRUCTION Pikes 8068 10 LF FURNISH AND INSTALL 1 IN. LIQUID TIGHT, FLEXIBLE,
S , NON-METALLIC CONDUIT FOR DETECTOR SLEEVE
NEW LEFT TURN DETECTION FOR THE W.B.MD 23 APPROACH IS BEING INSTALLED DUE TO GEOMETRIC WIDENING. ‘@
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